CAST ALUMINUM POLE CAP

6" OR 12’ |
NOM ARM SPREAD

NOMINAL MOUNTING HEIGHT - 40'-0"

37-6

S,

DIA. GALV.

3/ HOLE IN TOP TUBE.
FIELD DRILL BOTTOM TUBE

TO ASSURE SNUG FIT.

1"-6" "
P4
a1V

THRU BOLT
WITH HEX NUT. FACTORY DRILL

TAPERED "OVAL" ONE PIECE
MONOTUBE  LUMINAIRE ARM

N SEE DETAIL, SHT. 23
STANDARD SIMPLEX

FOOT, SEE SHEET 23

——"J" HOOK WIRE SUPPORT REQ'D. IN
ALL POLES SEE DETAIL SHEET 24

II' GAUGE POLE EXTENSION
TO BRING MOUNTING HEIGHT

TO 40'-0". DIAMETER OF
EXTENSION DEPENDS ON POLE
TYPE (I, II, I, OR IV)

TRAFFIC SIGNAL MTG.

T HT. WHERE REQ'D.

HANDHULE AND
COVER 180°
FROM BHC
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\ ¥2" BLIND HALF COUPLING

"J" HOOK WIRE SUPPORT REQ'D. IN
ALL POLES SEE DETAIL SHEET 24

I N TROLLEY CABLE MTG.
\L/_ HT. WHERE REQ'D.

16'-0"
4" x 8 HANDHOLE - SEE DETAIL - SHEET 24

BLIND HALF COUPLING
AT 45

COMMUNICATION CABEE

WHEN REQUIRED
BY PLAN

NOTE:
FOR SUPPLEMENTARY
ATTACHMENT HEIGHTS.
SEE SHEET 19

SEE SHEET 22
FOR POLE SIZE
& LOAD CHART

CAST ANCHOR BASE
SEE DETAIL, SHEET 19

LUMINAIRE MAX. WT. 75 LB.
MAX. PROJ. AREA 3.3 SQ. FT.

f)(/

REVISIONS

SEE POLE BASE
DETAIL, SHEET #21

/

STANDARDS FOR
STREET LIGHTING
MODIFIED POLE FOR

40’=0" MOUNTING HGT.
TYPES |, Il, Wl, & IV

CITY OF DAYTON, OHIO
NO SCALE 14A—-17113




